
Finish Options
-STN Satin Nickel

          -   Chrome (standard finish)

Model Number
SRT-4472 Faucet with Handspray

 Need Help?
Symmons customer service:
Phone: (800) 796-6667
Email: gethelp@symmons.com
Monday - Friday 7:30 am - 6:00 pm EST

www.symmons.com/service  

Carrington®

Tools & Materials

Roman Tub Faucet, SRT-4472
Installation Brief

Compliance

ASME A112.18.1/CSA B125.1

Hot
water supply

Cold
water supply

Step 6
Attach spout

Step 8
Attach handles

Step 9
Attach diverter
button

Step 5
Attach handspray,
DO NOT OVERTIGHTEN
fittings with face seal
washers

Step 3
Attach diverter
valve

Step 4
Attach handspray
holder

Step 2
Attach spout
 centerbody

Step 1
Attach supply valves

Step 6
Install piping and

check for leaks Step 10
Flush supply lines,
check for leaks

Notes:  1)  DO NOT use plumber putty or plumber tape on 
fittings with face seal washers or o-ring seals.

2)  Fittings and copper piping are not included. 
Actual piping and fittings used should be 
determined and installed by a licensed plumber. 

Important: 
O-ring (T-2) can be damaged if set 
screw (SC-15A) is overtightened 
during installation.  If faucet begins 
to leak from under spout, replace 
o-ring (T-2).

Set Screw
(SC-15A)

O-ring
(T-2)

Quick Install Guide  Carrington Roman Tub Faucet, SRT-4472
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* Note:  For decorative �nish 
faucets append the appropriate 
suf�x code letters to items 
marked with an asterisk (*).

handspray

washer
bushing

washer

hose
connector
handspray 
base
washer
�ange nut

hose
assembly

Ordering replacement parts:
Call Symmons customer service 
Phone: (800) 796-6667  
M-F 7:30 am - 6:00 pm EST

Check our website for a
list of Symmons distributors.
www.symmons.com.

Ref.
parts
table

gasket

#PTD*

HS-103*Handspray Assembly,

Diverter Assembly*

plug button

M6x12mm
Phillips screw

handle

o-ring

barrel

escutcheon

diverter 
valve 
assembly
adapter (3)
1/2C x 3/4M

spout

plug button
screw

panhead M4x12

handle

collar

escutcheon
gasket

cartridge

fastener
gasket

�ange nut
control valve

o-ring
pipe plug

retaining plate
�ange nut

centerbody 

Diverter
valve 

RT-CRP-KIT*

RT-155

Part Number                  Item

KN-113E
identified
by groove

KN-114E  (hot)
OFF = CW
KN-113E  (cold)
OFF = CCW valve cartridge

Part Number                     Item

Hot & Cold
handle kit

Replacement Parts 

Parts Assembly  Carrington Roman Tub Faucet, SRT-4472

Hole size 
1-1/8" (29 mm) min
1-3/8" (35 mm) max

Note:  Dimensions subject to change without notice.

2-1/2"
 (62 mm)

  9-7/8"
(251 mm)

2-1/4" (58 mm)

 6"
(153 mm)

 9-1/2" (241 mm)

 4"
(102 mm)

 1-7/8"
(48 mm) 9-7/8"

(252 mm)

Hole size 
1-5/8" (41 mm) min
1-7/8" (48 mm) max

 3"
(76 mm)

3" dia
 (75 mm)

2-1/4" dia (57 mm)

3" dia (76 mm)

1-1/2"
 (38 mm)

Hole size 
1-1/8" (29 mm) min
1-3/8" (35 mm) max

Deck thickness 
1-3/8" (35 mm) max

 10-1/8" (259 mm)2" dia (52 mm)

8º

Dimensions   Carrington Roman Tub Faucet, SRT-4472




